30 ACILI PALET KALDIRICI / PALLET TILTER
Kaldirma kapasitesi / Capacity

Kaldirma yiiksekligi / Lifting height (n)
Min. catal yiiksekligi / Min. fork height (h,)
Gatal hoyu / Fork length (1)

Kol yiiksekligi / Handle length (L)

Yiik merkezi / Load center min/ max) (C,)
Digtan disa gatal genisligi / Overall fork width (b)
Makine genislidi / Overall width (B)
Makine uzunluju / Overall length (L)
Makine yiikseklii / Overall height

(yikseltilmig/algaltimis, raised/lowered) (H)
Giig dinitesi / Power unit
Agirlik / Weight

NL-LT 10M NL-LT 10E

1000 1000 kg
285 285 mm
86 8 mm
800 800 mm
1138 138 mm
200/ 400 200/400 mm
560 560 mm
638 638 mm
1325 1410 mm
950/ 750 950/750  mm

0.8/12  kwN
178 185 ko

NL-LT 10E

Artfo. 51000013 \
Ao 51000014 N

Kullanicisinin daha ergonomik ve dogru kullanimi igin en uygun pozisyonu
saglar, yiikleme ve kaldirma - indirme islemleri esnasinda gerektiginden
fazla egilme ve biikiilmeye ihtiyag¢ duyurmaz.

Kumanda kolu ¢alisma sahasindan uzaga ayarlanip sabitlenebilmektedir.
Ayakta ve oturarak kullanimi i¢in uygundur.

Gatal 90 dereceye kadar egilebilmekte ve sabitlenebilinir.

Hem park freni hem ayak koruma tertibati bulundurmakta.

EN 1757-1 ve EN 1175' e uygundur.

Designed to give the user an ergonomically correct position to reach loads easily
without the necessity of bending down or stretching up.

Handle can be turned and locked in position away from the work area.

Applies to both sitting and standing positions.

Fork can be tilted up to 90°.

Both are supplied as standard with parking brake and foot protectors.

Conforms to EN 1757-1 and EN 1175.
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