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NETLIFT = CERASKAL VE VINGLER / HOISTS

ELEKTRIKLI KANGALI ZINCIRLI VING / ELECTRIC CHAN HOIST WITH HOOK o 52500051 \
NL-D 025 H NL-D 050 H NL-D100H

Kaldima kapasitesi /Capacity 20 500 1000 kg sz N
Zincir donami / No. of column of load chain 1 2 2 8 AL 250053 \
Standart kaldirma yiiksekligi / Lifting height 65 65 65 m

Kaldirma hizi / Lifting speed 8/24 41,2 41,2 midk

Kaldirma motoru / Lifting motor 0,36/ 0,01 0,36/ 0.01 0.76/024 kw

Voltaj / Voltage 380 380 380 V

Ving a1 / Weight 28 34 63 kg

Not: Ray kiskaci opsiyonel secenektir.
Note: Beam clamp is optional.

o Tiim modellerde kaldirma-indirme hareketi ¢ift hizli, yiiriitme tek hizli
« In all the models lifting- lowering has double speed and travelling has single speed

Kolay servis ve bakim
Kolay montaj ve demontaj

Ease of service and maintenance
Ease of mounting and dismounting

* Konik rotor  Conical rotor

o Cift hizh * Double speed

* DIN 5684 normunda zincir * DIN 5684 chain

o Limit salterli (2 adet) * Limit switches (2 pieces)
¢ Mekanik fren * Mechanical brake

o Kompakt dizayn * Compact design

. .

. .

ArtNo. 52500057 \

ELEKTRIKLI ZINCIRLI VNG / LECTRIC CHANHOST — NL-S200H Kancali  NL-D 200 H Kancall Ao 52500059 \
Kapasite / Capacity 2000 2000 kg
Kaldirma hizi / Lifting speed 4 N m/dk
E iiriiyiis hiz1 / Travelling speed - - m/dk
% 2 Kaldirma motoru / Lifting motor 15 1.5/0.33 kw
g £ iiriiyiis motoru / Driving motor - - kw
2 Zincir donami / No of column of load chain 2 2
= Tincir gapt / Chain diameter 9x27 9x21 mm
Kaldirma yiiksekligi / Lifting height 6 6 m
Profil calisma araligi /| - beam range
Min. ddnme yariapt / Min. turning radius - - m
Agurlik / Weight 135 172 kg
Voltaj / Voltage 380 v
240 mm 90/110 mm 270 mm 250 mm 265mm  360/400 mm 270mm 250mm

Bi B2 ; Li L2
K_150mm

! E |x|D|

1035 mm
'67mm

890 mm

T | 620 mm

Elektrikli Saryo / letric Trolley (ET Seis/ Seies) . Kancali / Upper hook (H Serisi/ Seres)
netlift.com.tr
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ELEKTRIKLI ZINGIRLI VING (NLXN) / ELEGTRIC CHAIN HOIST (NLXN)

Yiikleme araligi FEM 2m/ ISO M5' e tekabiil ettidi icin genis bir uygulama alan saglamakta.

Yiiksek hiz ile minimum hiz aralig1 ayarlanabilir olusu itibari ile kesin ve detayl bir yiikleme imkani sunmakta.

48 Volt ile calismasi sonucu giivenli bir kullamim saglamakta.

Dayanikh aliiminyumdan iiretilmis olan zincir cantasi ¢ok sik kullamimlara uygun olarak tasarlanip imal edilmistir.
Standart asmal iiriinlerimiz diiz, algak tavan ceraskal, yiiriitmeli arabal ve algak yiiriitme arabali iiriinlerimiz bulunmakta.

Load spectrum conforms to FEM 2m/ ISO M5 covering a wide range of applications.

Speed ratio of 4:1 clearly delineates between high speed and low speed, providing the precise load spotting capacities
required in many applications.

48V control voltage for operator safety.

The rugged aluminum alloy casting is engineered to withstand the rigors of repeated lifting cycles.

Standard suspensions include Plain Trolley (PT), Low headroom Plain Trolley (LPT), Geared Trolley (GT), Low headroom
Geared Trolley (LGT) and motorized Trolley.

: A .8 o L Ornek Uygulamalar / Sample Applications
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KodNo  Model Galisma Kaldrma o Boyutlar Yiik Kaldirma Hizi ve Viritme Hizive  Eperji ~ ED  Donam/  Net Agirlik/
Code No Yiik vﬁksek"gig Dimensions Zinciri  Motor Giicii / Hoisting = Motor Giicii/ Travelling ergy Orami  Load  Briit Agirhk/
Limiti  Lifing N (mm) Load  Speed and Motor Power Speed and Motor Power " % Chain  NW/G.W
) Chain 50Hz 50Hz Fall No (kg)
WLL Height Capxic  GiftHiz/  Motor Giicii/  GiftHiz/  Motor Gicii/
(ka) (m) A B C D E F G H uzunuk DualSpd. Motor Power  Dual Spd. Motor Power
Diaxpitch — m/dk ] m/dk kw

71301250 NLXN-251 250 31380 175 205 135 299 143 156 376 ¢ 40x120 1227~ 06015 205 012003 38050 4020 1 30/42
71301501 NLXN-501 500 31468 221 247 156 366 186 180 485 ®6.3x19.1 10225  1.1/028  20/5  018/0.04 38050 4020 1 42157
71311002 NLXN-1002 1000 32 468 221 247 156 366 186 180 531 ¢ 6.3x19.1 5/1.2 28 2005 8P 38050 4020 2 45/60
71311001 NLXN-1001 1000 31488 240 248 170 398 188 210 520 ®7.0x202 82 15037 205 037009 38050 4020 A 57/71

71312002 NLXN-2002 2000 3 2 488 240 248 170 398 188 210 592 @ 7.1x202 41 2/8p 2005 8P 38050 4070 2 62/82
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ELEKTRIKLI SARYO (NLXT) / ELECTRIC TROLLEY (NLXT)

ELEKTRIKLI SARYO (NLXT) /

ELECTRIC TROLLEY ( NLXT)

Hiz Motor Enerji  Net  Min Doniis

Code No Speed (m/dk)  Energy Agirlik/ Radiosu/

(m / dk) (V/Hz)  NW  Min. radius

(kg) curve
A B C D E F 6 H L J N K | 5 (m) 1
71401501 NLXT-0501 7/8"-9UNC 20 012-20 | 38050 |
71420501 | NLXTD-0501 382 1115 324 180 75~125 202 1255955 200 515 39 (§22) 205 012003 - 280 38050 45 1.3 J
71411001 NLXT-1001 7/8"-9UNC 20 018-2 38050 !
7141001 NLXTD-1001 382 1115 324 180 75~125 202 1255120 200 51.5 39 (§22) 205 018004~ 260 38050 45 1.3 AL

71411002  NLXT-1002 o 111 "r nlp o005t 7/8"-9UNC 20 018-20 | 38050 s :

71002 Nox-ng B2 1115 324 T80 75-125 202125595 0 515 B oo 5 oraon- 2w s B 1 g
71412002 NLXT-2 0 W-P WA -
0 02 392 125 357 183 100~150 221 159 120 230 60 36 18U 50 1.7 =

71422002 NLXTD-2002 (§254) | 2055 | 0370009 - 28P | 380/50

com.tr
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ELEKTRIKLI ZINGIRLI VING (Classic) / ELECTRIC CHAIN HOIST (Classi)

* Dual Speed E.D Rating: 40/ 120 * Cift Hiz ED Orani: 40/ 120
051T P 3

istenilen uzunlukta
zincir temin edilebilmektedir.

Kod No Model Kaldirma Kaldirma Zincir Gap1  Zincir Donami  Kaldirma Motor Giicii E.D. Oram Enerji/ Agirhlk  Ambalaj Boyutlan
Code No Kapasitesi Hizi Chain Diam.  Load Chain Yiiksekligi Motor Power = E.D Rating Energy Weight Packaging
[ Lifting Capacity =~ Lifting Speed (mm) Fall No Lifting Height (kw) (%) V) (kg) LxWxH
E) (SWL) (m/ dk) (m) (cm)
;;3 71100500 NSLO50 05t 67 71 1 3m 18 40 380/50 Hz 55 60X57x33
= 2 71100501 NSH050 05t 92 71 1 am 18 40 380/50 Hz 55 60x57x33
g 71100506 NSLD050 05t 67/22 71 1 m 18106 40 380/50 Hz 55 60 %57 %33
& 71100507 NSHDO050 05t 92/31 71 1 3am 18/06 40 380/50 Hz 55 60X57x33
71100503 NSF050 05t 6,7 71 1 3am 18 15 220/50 Hz 55 60X57x33
71101000 NSL100 11 47 71 1 am 18 40 380/50 Hz 55 60X 57 %33
71101001 NSH100 1t 6,7 71 1 3am 18 40 380/50 Hz 55 60X57x33
71101006 NSLD100 1t 47116 71 1 3am 1,8/06 4 380/50 Hz 55 60 %57 %33
71101007 NSHD100 11 67/22 71 1 am 18106 40 380/50 Hz 55 60X57 %33
71101003 NSF100 1t 6,7 71 1 am 18 15 220/50 Hz 55 60X57x33
71102000 NSL200 2t 23 71 2 m 18 40 380/50 Hz 61 60x57 %33
71102001 NSH200 2t 33 71 2 3am 18 40 380/50 Hz 61 60X57x33
71102014 NSLD200 2t 23/08 71 2 3am 18/06 40 380/50 Hz 61 60 %57 %33
71102009 NSHD200 2t 33/1,1 71 2 am 1,8/06 40 380/50 Hz 61 60X 57 %33
71102004 NSF200 2t 23 71 2 am 18 15 220/50 Hz 61 60X57 %33
71103000 NSL300 3t 15 71 3 3am 18 40 380/50 Hz 73 6262 %50
71103001 NSH300 3t 22 71 3 am 18 40 380/50 Hz 73 6262 %50
71103002 NSLD300 3t 15005 Al 3 am 18/06 40 380/50 Hz 73 62x62%50
71103003 NSHD300 3t 22107 71 3 3am 18106 40 380/50 Hz 73 6262 %50
71102010 NSSD200 2t 6,6/22 10 1 3am 37112 40 380/50 Hz 125 73%57x41
71102002 NSS200 2t 6,6 10 1 3am 37112 40 380/50 Hz 125 73x57x 41
71102500 NSS250 25t 52 12 1 am 37 40 380/50 Hz 130 73x57 x4
71102501 NSSD250 25t 52017 1,2 1 3am 37112 40 380/50 Hz 130 73%57x 41
71103004 NSS300 3t 43 10 2 3am 37 40 380/50 Hz 140 73%57x 41
71103005 NSSD300 3t 43114 10 2 am 37112 40 380/50 Hz 140 73x57x 41
71105000 NSS500 5t 26 12 2 3am 37 40 380/50 Hz 153 73x57x 41
71105001 NSSD500 5t 26109 1.2 2 3am 37112 40 380/50 Hz 153 73%57x 41
71107500 NSS750 75t 18 12 3 3am 37 40 380/50 Hz 195 73%57x41
71107501 NSSD750 75t 18/06 1.2 3 3am 37112 40 380/50 Hz 195 73x57x 41
71110000 NSS1000 10t 26 1.2 4 am 37x2 40 380/50 Hz A 86x85%75
71110001 NSSD1000 10t 26109 1.2 4 3m 3,7x21,2x2 40 380/50 Hz 40 86X85x75
71115000 NS$1500 15t 18 12 6 am 5x2 40 380/50 Hz 510 140 85 %97
71115001 NSSD1500 15t 18/06 1.2 6 am 5x2/1,7x2 40 380/50 Hz 510 140%85x97
71120000 NSS2000 20t 13 12 8 3am 5x2 40 380/50 Hz 890 170x105x167
71120001 NSSD2000 20t 1,3/043 1.2 8 am 5x2/1,7x2 40 380/ 50 Hz 890 170x105 X167
71130000 NSS3000 30t 09 12 12 am 5x2 40 380/50H 1035 170x105x167
71130001 NSSD3000 30t 09/03 1.2 12 3m 5x21,7x2 40 380/50H 1035 170x105x167
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Olcer! Dimensions
Model Kapasite Boyutlar Dimensions
Capacity (mm)
L S T O S A R R R R

(mm) - (mm)(mm) (om) o) (om) om) (om) (mm) (mm) (mm) (mm) (mm)
NSL050, NSHO50,NSLD050,NSHD050,NSF050 05 570 505 245 260 240 15 125 40 28 40 8 2B A
NSL100, NSH100, NSLD100, NSHD100, NSF100 1 570 505 245 260 240 15 125 40 28 40 8 B A
NSL200, NSH200, NSLD200, NSHD200, NSF200 2 700 505 245 260 240 175 65 46 B 46 ¥ A 31
NSL300, NSH300, NSLD300, NSHD300 3 880 505 245 260 280 175 105 52 43 52 43 ¥ U
NSSD200, NSS200, 2 8% 640 326 314 448 28 10 52 43 B2 43 U UM
N§S250, NSSD250 25 880 640 326 314 448 278 170 52 43 B2 43 U U
NSS300, NSSD300 3 90 640 326 314 448 340 108 52 43 52 43 U U
N§S500, NSSD500 5 1030 640 326 314 448 36 92 62 45 62 45 4 4
NSS750, NSSD750 75 1050 640 326 314 587 38 199 72 40 75 57 84 M
N§$1000, NSSD1000 10 1210 640 326 314 970 485 485 72 40 100 68 92 60
NSS1500, NSSD1500 15 1365 640 326 314 1360 680 680 80 40 120 90 169 8
N§S2000, NSSD2000 20 1700 866 433 433 1472 736 76 &2 82 140 95 164 9
NSS3000, NSSD3000 Ki( 1700 924 462 462 1472 736 76 92 %2 140 95 21 %

1 D 1 D “Netlift BLACX” Elekirikli Vinclerin Avantajlar: “Netlift BLACX” Advantages of Electric Chain Hoist
e EF 4111_0- J—— \) . 24/48 v?lta doniistiiriilmiis elektrik akimi dzellikle * Pendant contr.ol.voltage tre.msform.ed into
o _l { M f_\ké ml nemli bélgelerde yanhs kullanimlarda aninda 24V/48V to eliminate possible accident caused
imﬂ]] = rA-tS\ ]ﬂ T i | @1‘@ miidahale imkanini vermekte. by circuit short and assure safe operation in
G| \WH =l A= : 1 2 \ * Otomatik fren sistemi ani elektrik kesintilerinde wet environments.
LA — veya iiriiniin kapanmasinda aninda fren sistemi * Automatic motor brake system features

devreye girmekte. simultaneous braking upon power failure or
ikili fren sistemi daha emniyetli bir kullamim switching off.

g Dual brake system assures safe operation.

.
.

Limit dii mesi zincirin gereksiz yer bosalmasini
engellemekte.

Limit switches hold chain from running out.
Advanced phase error relay keeps motor

o ileri teknoloji hata tespit roleleri motoru yanhs motionless at incorrect power connection
elektrik akimlarinda korumaya alip, hareket * Optional emergency stop features available.
ettirmemekte. * Optional electronic overload protection available.

o Acil durum freni opsiyonel olarak mevcuttur.

. ik asin yii i

olarak mevcuttur.
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ELEKTRIKLI SARYO (Classic MT) /
ELECTRIC TROLLEY (Classic MT)

ELEKTRIKLI SARYO (Classic MT) / ELECTRIC TROLLEY (Classic M)

KodNo Model Kapasite Flang Hiz Motor Enerji  Kutup  Min. Agirlik

Code No Capacity ~ Genisligi  Speed = (kw) Energy  Pole Dniis Capi  Weight 8

(ton) Flange  (m/dk) (kw) MinRadius )

Widht m)
® 5K

71201000 MT-100 1 %N 0% %0V/SH 46 13 Iy
71200008 MTD-100 1 75125 T 025008 30V/S0H 412 13 40
7120002 MTF-100 1 BB N 0% 20V 46 13 10
71202000 MT-200 2 100450 20 025 3B0V/S0H 46 15 45
71202008 MTD-200 2 100450 207 025008 3B0V/S0H 412 15 45
71202002 MTF200 2 10150 20 025 20V/50H 46 15 45 - .
000 M0 3 15 D 06 U/ 46 16 & Uler Dimensios
71203001 MTD300 3 125475 /7 0602 30V/S0H 412 18 8 Kapasite Boyutlar Dimensions
71205000 MT-500 5 125475 2 06 30V/50H 46 20 8 Capacity
71205001 MTD500 5 15475 017 0602 30V/S0H 412 20 8 (ton) A 3 c ) F g
71207500  MT-750 75 150-200 13 09  380V/50Hz 6 30 155 (mm) (mm) (mm) (mm) (mm) (mm)
207501 MTD-TS0 | 75 15000 1965 09045 30V/0H 612 30 155
71210000 MT-1000 10 15200 14 15 30V/50H 6 35 218 1 205 54 35 1% A6 149
71210001 MTD-1000 10 150200 17 15075 B0V/50H 612 35 28 2 23 %7 %09 22 161
71215000 MT-1500 15 190 10 15 380V/50H 6 - 350 3 B 662 a7 A N7 172
71215001 MTD-1500 15 190 05 15075 380V/50H 612 - 350 5 3673 42 81 20 183
71220000 MT-2000 20 200 12 22 3B0V/50H 4 - 575 75 44 736 45 530 2283
71220001 MTD-2000 20 M 104 22073 JOV/SOH M2 - 575 10 50 821 550 21 565 273
71230000 MT3000 30 0 12 22 30V/S0H - - - 15 692 878 589 289 530 3%
71230001 MTD-3000 30 WM 1A4 22073 WOV/S0H - - - 2 82 105 719 306 | 604 4396

NOT: MT modeli tek hiz, MTD modeli ¢ift hizdir.

com.tr
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ALCAK TAVAN VINCI - ELEKTRIK SARYOLU / LOW HEAD ROOM HOIST - ELECTRIC TROLLEY

CERASKAL VE VINGLER / HOISTS

e Wt R W TR iy e v S 09 oot Do
(ton) Lifting Speed Motor Rotation Power (V) Lifting chain Chain
min./max pover speed Supply Height Diam.
(m/ dk) (kw) (r/min) (m) (mm) H A B W U
i 71100504 NL-SSDHL 0.5-01 05 72124 08/0.27 1 063 400 545 260 585 400
£ 71101004 NL-SSDHL 1.0-01 1 69/23 1.8/06 1 071 480 582 280 630 445
%% 71101504 NL-SSDHL1.5-01 15 9.0/30 30/10 1 0100 570 670 313 720 505
% 71102005 NL-SSDHL 2.0-01 2 6.9/23 30/10 1 0100 570 670 313 720 505
g 71102008 NL-SSDHL 2.0-02 2 33/11 1.8/06 2680/ 960 3P 24/3/48 5 2 f7.1 535 582 280 665 445
71102505  NL-SSDHL2.5-01 25 54/18 30/10 380V 1 0112 640 670 313 775 526
71103007 NL-SSDHL 3.0-01 3 54/18 30/1.0 1 0112 640 670 313 775 526
71103008 NL-SSDHL 3.0-02 8 45715 30/10 2 0100 685 670 313 750 503
71105002 NL-SSDHL 5.0-02 5 27709 30/10 2 071 740 670 313 825 541
71107503 NL-SSDHL7.5-03 7.5 18/06 30/10 3 g11.2 890 670 313 1020730
71110004 | NL-SSDHL10.0-04 = 10 27/09 30/10 4 011.2 850 670 313 996 700
* Tek hizli segenekleri mevcuttur.
ELEKTRIKLI SARYO OLCULERI / ELECTRIC TROLLEY DIVENSIONS
Kapasite  Boyutlar / Diemensions Hiz Motor Min.
Capacity (mm) Speed Motor =~ Dénme
(ton) min./max (kw) capi
(m / dk) Min. radius I i
w u R of turn
05 3 12 12 04 08 Trda’._":"]
1 35 12 12 04 08 ©,
2 326 20 142 21 04 09
8 340 250 142 231 21 0.75 10 o -
5 40 291 142 231 075 15
75 400 291 142 231 0.75 18 R T w
10 50 311 142 231 0.75 20
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HAVALI ZINGIRLI VING / AR cra HossT

Kod No Model i Siniflan- Motr Hava Donam Yik Hz Hava Yaltm  Fren Tipi Anahtar  Hava  Giiriltii Ana Hava

Code No Capacity Yiiksekligi dirma Operation ‘() Basinci  no  zinciri Speed Tilketimi ~ Korunmasi Brake  Limit  Girig Seviyesi Tedarik
(ko) Lifting  Classifi- AirSupply Fallno. Load (MK ajr Insulation Type  Limit  Ajrlniet Levelof _Hath

Height  cation Pressure Chain Consumption  Potection Switch (in) Noise Ma:ziLme

(m) (kg/cm2) (mm) (m3/ dk) (dB) Supply
71100525 NSA-025 250 15 1 63x191 18 2 12" 85 RIS
71100526 NSA-050 500 15 1 63x191 11 2 g _ 12" 85 3
71100527 NSA-100 1000 2 1 71x202 76 2 g E § 12" 85 RIS

3 FEM 6 P S ==

71100528 NSA-200 2000 2 2 71x202 38 2 £ 35 W 85 3
m (85PS)) 54 g 5= . ;
71100529 NSA-320 3200 35 1 13x36 48 4 g = 3/4 90 2
71100530 NSA-630 6300 35 2 13x3% 24 4 - 3 90 2

Oliler/ Dimensions
Kapasite Boyutlar
Capacity Dimensions
(kg)

H A B 4 0 3 F | K L
(o) om) (om) - om) - (mm)(mm) - om) (o) m) (@m) ()

20 8% 3 197 174 244 70 74 40 R 4 R
500 535 402 228 174 244 70 74 40 RN 4 R
1000 540 460 255 205 251 65 186 40 3 40 R
2000 760 460 25 205 319 73 246 46 40 46 4
3200 792 5235 2115 246 34 77 %7 82 4 B2 4
6300 1013 5235 2775 246 421 104 317 62 B2 62 B2

NSA-025,050,100,320 1 NSA-200,360

HAVALI SARYO / ARTROLLEY HAVALI SARYO / ARTROLLEY
Kod No $aryo Modeli Kapasite Motor Hava Basinci  Yiirilyiis FrenTipi = Hava Giris
Code No Trolley model Capacity (kw) Air supply Hizi Brake type Air inlet

=
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(ko) pressure  Traversing (in)
(kg/cm2) (m/ dk)

71400500 AT100 1000 02 6 20 6}%@ freal 4y
71400501 AT 200 2000 02 6 2 35“,;"]!2 e ]
71400502 AT 320 3200 02 6 2 3,;1“,;‘,,"; m 10
71400503 AT 630 6300 02 6 6 &Li"t;",',’eif]’;';’e 10

HAVALI VNG ve SARYO KOMBINASYONU- OLGULER /
COMBINATION OF AR CHAIN HOIST AND AR TROLLEY

A Model Kapasite Boyutlar
8 1 Capacity Dimensions
| B | (kg)
H A B C D E
(mm) (mm) (mm)  (mm) (mm) (mm)
NSA-025 + PTOS0* 250 608 19 89 3% - 50~150
NSA-050 + PT 050¢ 500 608 19 8 k) @ 50-150

NSA-100 + AT100 1000 6455 24 116 % 208 75-125
NSA-200 + AT200 2000 7855 k1Y) 13 100 295 100150
NSA-320 + AT320 3200 902 36 144 175 om 125175
NSA-630 + ATG30 6300 1125 3 18 1325 1 1517
*Manuel Saryo / Plain Trolley

105
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ZINCIRLI CERASKAL (BLACX AGIR HIZMET ZINCIRLI CERASKALLARI) / CHAIN HOIST/ (BLAC HEAVY DUTY CHAIN HOIST)

Kod No Model Kapasite S.W.L TestYiikii  Standart  Yiik Zinciri Yiik Zincir Cekme Ceraskal Net  Briit
Code No Capacity ~ Giivenli  Testload Kaldirma Capi Donami  Giicii  Yiiksekligi Agirik Agirhk
(ton)  CGahsma Yikii  (ton)  Yiiksekligi Load Chain Load Chain Pulling Head Room Net  Gross

Safe Working Standard  Diameter Fall  Effots  (mm)  Weight Weight

Load Lifting Height ~ (mm) (kg) G) (kg) (ko)
(ko) (m)
71700005  BX-05 05 500 0.75 5 6.3 1 2 305 103 108
71700005-1 BX-0.5 yiik limitdrlii

71700100 BX-1 1 1000 1.50 5 6.3 1 25 340 nr 7

71700100-1 BX-1 yidk limitrlii
71700150  BX-1.5 15 1500 225 5 71 1 2 385 155 163
71700150-1 BX-1.5 yiik limitdrlii
71700200 BX-2 2 2000 30 5 8.0 1 34 420 197 206
71700200-1 BX-2 yidk limitdrlii
71700300  BX-3 3 3000 450 5 71 2 34 465 284 44
71700300-1 BX-3 yiik limitdrlii
71700301 BX-3/1 3 3000 450 5 10 1 38 550 307
71700302 BX-3/1 3 3000 450 10 10 1 38 550 307
71700500  BX-5 5 5000 75 5 8.0 3 37 575 378
71700500-1 BX-5 yiik limitdrlii
71701000 BX-10 10 10000 15 5 10 3 40 660 69.3
Kapasite Boyutlar
Capacity Dimensions .
@ a0 e[ N Fln]G A3 '
(mm) (mm) () () (mm) (mm) () (mm) p Il
150 89 67 50 80 %0 N % N5 | = ‘-;
1 89 67 63 87 2660 33 28 340 IF!. iy I|I " "
15 93 73 75 105 2660 3 34 35 [ fie gl = ' i
2 98 77 85 115 2665 43 38 420 v
3 93 73 60 150 2675 43 38 465
5 98 77 120 210 2750 57 52 575 05Ton -2 Ton 3 Ton 5 Ton
-
= ZINCIRLI GEKTIRME (BLACX AGIR HIZMET ZINCIRLI GEKTIRVELER) / LEVER HOIST (BLACK HEAVY DUTY LEVER HOIST)
=2
5'5 KodNo  Model Kapasite Cektirme TestYiikii  Tam Yiikle Yiik Zinciri Zincir Net Briit
@2 Code No Capacity mesafesi TestLoad Harcanan Efor Capi Donami  Agirhk  Agirhk
E (ton) Pulling (kg) Pull On Lever To  Load Chain Load Chain  Net Gross
@ Distance Lift Fulll Load Diameter FallNo  Weight Weight
(m) (kg) (mm) (ko) (kg)
71710025  BXL-0.25 114 1.0 250 30 F40 1 2 215
71710050 ~ BXL-05 12 1.0 500 34 FO.5 1 36 39
71710075 BXL-0.75 3/4 15 1125 2 F6.3 1 6.9 7.38
71710075-1  BXL-0.75 yiik limitorlii
71710100 BXL-1 1 15 1500 29 F6.3 1 12 768
71710100-1 BXL-1 yiik limitdrlii
71710150 BXL-15 72 15 2250 26 F7.1 1 10 10.75
71710150-1  BXL-1.5 yilk limitdrlii
71710300  BXL-3 3 15 4500 38 F10 1 177 188 &
71710300-1 BXL-3 yilk limitdrlii
71710600 BXL-6 6 15 9000 40 F10 2 28.1 301
71710600-1 BXL-6 yilk limitdrlii
71711000 BXL-10 10 15 10000 46 F10 3 8 43
71711000-1 BXL-10 yiik limitdrlii
Kapasite Boyutlar Dimensions
Ca(?:nc)lty A B C D E F H * Saglam celik govde. * Rugged steel body construction.
(mm) ‘mm) ‘mm) (mm) ‘mm) |mm) (mm)  Hafif, kompakt ve portatif. « Light weight, compact and portable.
« Darbelere dayanikl. © Impackt resistant.
025 60 156 245 82 63 27 22 360 derece dinebilen kol. 360 degree handle rotation.
05 75 276 210 100 75 0 2 -¥:1“32I;"|:yl;nlgyrl§llamamen korumali. :?:IT;‘:;::::::;Iaﬂr:teli‘tlirggﬁl‘steﬁm o
« Tek elle kullanilabilme dzelligi. d from dust and water.
075 128 240 275 156 99 30 26 G mandal givent ronsitomi, Esysingl-hana o chaing
<Al incir ve kanca. tion.
1 128 240 2% 158 99 %30 asim zielr ve Kanca -Soe;)f:ar;?igble mechanical brake system
15 154 360 320 172 104 38 34 ‘;“’.'"“W"'b’.ake"aw's'.
 High - tensile alloy chain and hooks
3 182 360 400 195 108 43 38
6 242 360 570 195 108 57 | 52 05 Ton

106

com.tr



CERASKAL VE VINGLER / HOISTS

NETLIFT®

IBLAC ./

(€

(

AYARLANABILIR MANUEL SARYO / MANUEL ADJUSTABLE PLAIN TROLLEY

Kod No Model Kapasite Ayarlanabilir
CodeNo  Diiz Saryo Capacity Iz Genisligi

Model Plain (ton) Track Widths

Trolley Range 1
(mm) A

71800005 BXP-0.5 05  62-128 195
71800100 BXP-1 1 62-128 213
71800200  BXP-2 2 88-154 236
71800300  BXP-3 3 87-153 210
71800500 BXP-5 5  106-194 323
71801000  BXP-10 10 125-320 346

AYARLANABILIR ZINCIRLI SARYO / MANUEL ADJUSTABLE CHAN TROLLEY

Kod No Model Kapasite = Ayarlanabilir
Code No Capacity Iz Geniligi
Zincirli (ton) Track Widths
Saryo Range 1
Model Chain (mm) A
Trolley
71810005  BXG-0.5 05  62-203 19
71810100 BXG-1 1 62-203 213
71810200 BXG-2 2 88-230 236
71810300  BXG-3 3 87-230 270
71810500 BXG-5 5 106-305 323
71811000 BXG-10 10 125-320 346

Netlift Blacx Rulmanh Saryolar
* Netlift Blacx saryolar kolay ve diizgiin hareket imkani saglar.
* Hem elektrikli hem manuel ceraskallar icin kullanilabilir.
* Giivenlik katsayisi 5'tir.
* Rulmanl tekerler kolay ve diizgiin hareket imkani saglar.
 Ekstra giivenlik saglayan dizayn sayesinde tekerler ray
sonlarindaki tutuculara garpsa bile zarar gérmesini engeller.

RAY KISKACI / BEAM CLAMPS

NL-BC 10

Kapasitesi / Capacity 1000
Kapma genisligi / Flange width 75-230
A Max) 246

B in/ax) | 186/ 350

C 66

D 4

(Glgiiler / Dimensions E 215
F raxin) 133/90

G (Min) u“

H 2

| i) 1421

Adirlik / Weight 4

Olgiiler / Dimensions Min.Déniis ~ Net
(mm) Radyusu  Agirhk
Min.Curve =~ Net
Radius ~ Weight
A+ B C E F G H J K (m) (ko)
235 106 106 98 20 64 10 24 30 08 5
B33 M3 06 N T N0 7 W 10 75 Mesw/Panly Bsga o
264 136 136 132 25 80 13 38 46 13 12 | =1 ]j"' B
318 146 146 150 25 97 13 42 53 15 195 Ta *
371 169 169 174 30 117 16 46 59 15 305 :
394 237 2% 210 40 117 15 1365
Oigiiler / Dimensions Min.Doniis ~ Net
(mm) Radyusu  Agirhk K
Min.Curve =~ Net "
Radius  Weight
A B CEF GHUJ K @™ 1
26179 16 % 20 6 10 % 0 08 9 giicue/cuiniuky 'T._
23180 113106 2 71 1008 M W M - A . e
419 136 12 % 8 12 B 4 13 165 ’ L
318 197 146 150 25 97 13 42 52 15 245 = h,
371 216 169 174 30 117 16 46 60 15 355 | i
304 282 243 210 40 117 15 8 '
Netlif Ball Bearing Trolley E
* Netlif trolleys are designed to provide smooth and easy traversing. =
* The 5:1 design factor allows the Netlift trolleys to be used with both : @
manual or powered hoists. 3 E
* The Anti-Drop plates design ensure extra safety, also prevent damage to =
wheels when contacting end rail stoppers. E
* Wheels run on sealed ball bearings. Smoother rollingwith less effort and =
maintenance.
NL-BC20  NL-BC30  NL-BC50 sz N\
00 N0 5000 kg At o0 N
75230  80-320  90-310 mm BT \
246 320 310 mm — \
o.
186/350  232/455 242/ 445 mm
1) 102 110 mm
6 8 10 mm
215 255 255 mm
133/90  195/143  193/145 mm
4“4 75 75 mm
2 2 28 mm
W2 30/ 34 30/34 mm
5 95 115 kg
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NETLIFT <«

360° DONER CERASKAL / CHAN HOIST
HSJ3601-3/2 HSJ3601-6/2 HSJ3602-3/2 HSJ3602-5/2 HSJ3603-3/2 HSJ 360 3-5/2

Kapasitesi / Capacity 1 1 2 2 3 3 ton
Kaldirma yiikseklii / Lift 3 5 3 5 3 5 m

CERASKAL VE VINGLER / HOISTS

ArtNo. 52000196 \
ArtNo. 52000198 \

El kuwveti / Hand force to liftload =~ 24.49 24.49 33.56 33.56 LINE] "3k
Olgiiler / Dimensions 1493 1493 21.64 2164 2651 2651 mm k Artho. 52000199 \
A 355.6 355.6 395 395 520 520 mm :
B 22 om £l 0 ) B I
: ArtNo. 52000202 \
C 286 286 3% 3 307 397 mm i
D 143 143 26 206 %4 %4 mm 1
E M M N 24 2 m E s\
F 155.6 155.6 1825 1825 220 220 mm :
Adirlik / Weight 139 16.9 216 244 306 3.1 kg I ArtNo. 52000285 \
TEKNIK OZELLIKLER KULLANIM ALANLARI
 Her acida ceraskal kullanimi * Maden ocaklarinda
o Tehlikeli bolgelerde kullaniminin serbest olmasi. « Petrol ve gas platformlarinda
* Grade 100 (Seviye) yiik zinciri — Wafios baglantisi. * Gemi ingaat sahasinda :
 Doviilmiis ve 1sil islem gdrmiis yiik kancalari. « Lojistik, orman alanlarinda v.b. .L| U 360
o Gift tirnakli fren sistemi © Koprii insaat sahasinda, !
* Serbest fren balatalar ingaat alanlarinda v.b.
 Doviilerek islenmis emniyet mandal * Kaldirma , indirme , sokme ve baglantilarin
* 1.5x WLL (Yiik Calisma Kapasitesi) icin %100 yiik testi. ~ simirh oldugu her yerde.
© WLL’nin %400 MBL'si.
« Seri gevrim testi | *
] 1 __III_"
T .ol
P
! 1]
25 Yl
A |
- | | Pl
_g'
s ol
£z i 73
= "
: I
E e
=} ] |
ArtNo. 52000010 \
CERASKAL / CHAIN HoIST NL-HSJ 1/4 NL-HSJ1/2 NL-HSJ1 NL-HSJ2 NL-HSJ3 NL-HSJ5 NL-HSJ10 NL-HSJ20 Art No. 52000011 \
Kaldirma kapasitesi / Capacity 114 1/2 1 2 3 5 10 20 ton
Standart yiikseklik / Standard it = 3m/5m ~ 3m/5m  3m/5m  3m/5m 5m 5m 5m 5m m ArtNo. 52000012 \
Test yiikii / Runnig test load 306 750 1500 3000 4500 6250 12500 25000 kg
Kapal yiikseklik / 230 m 400 420 620 704 720 1000 mm ArtNo. 52000013 \
Headroom (drawn closeup) H min
Max yiikte harcanan kuwet / A5 2 M 3 M3 3 W m N I ¥ BT 20014 \
Effort required to lfe max, load 8 N
Zincir donam sayis / 1 1 1 2 2 2 4 8 ad o E" BLIS001E \
No. of column of load chain o — \
Yik zincir dlgisii / 4 6 6 6 810 10 10 mm 4 -
Load chain dia. n4 Artho. 52000017 \
ilave her metre igin agirlik / 04 1.7 1.7 25 37 53 97 194 kg ! " .
Extra weight per meter of extralift 0. S ArtNo. 52000018 \
Adirlik / Weight 35 9 1 15 24 39 n 160 kg s
+ Galvaniz zincir e Galvanized chain LN

ArtNo. 52000020 \
ArtNo. 52000021 \
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CERASKAL VE VINGLER / HOISTS (€ NET' ||=|

ZINCIRLI CEKTIRME / LEVERHOIST ~ HSH-D1/2 HSHD1/4 HSH-D4 HSHD1 HSHD15 HSHD3  HSHDG  HSHD
Kaldirma kapasitesi / Capacity 12 1/4 304 1 15 3 6 9 t

o ooy N

(ektirme mesafesi / 1 1 15 15 15 15 15 15 m ArtNo. 52000022 \
Pulling distance i
Test yiikii / Runnig test load 315 315 125 15 250 4500 7500 11200 kg : — \
0.
Kapalr yiikseklik / fhy [
Headtoom (drawn closeup) o~~~ 20 B0 ¥ 30 3 M0 60 70 ™o o
Max yiikte harcanan kuvvet / L Ao, 52000024
Effort required to fife max. load 20 %0 140 187 2 2 0 %0 N . \
Zincir donam sayisi / i
No. of column of oad chain ! ! ! ! ! ! 2 3| { RLEORP0N?5 \
Yiik zincir dliisi / i
Load chain dia ! ! ° 6 S I L L - Mo 2005 N
ilave her metre igin agirlik / 5 5
Extra weight per meter of extra lift 04 04 08 08 14 22 44 66 kg : f
Aguik / Weigh 18018 7 12 1A n 4k o) oo N
o (ialvaniz zincir  ® Galvanized chain
ArtNo. 52000028 \
ZINCIRLI SARYO / GEARED TROLLEY NL-GTO5 NL-GT1 NL-GT2  NL-GT3 NL-GT5 NL-GT10 NL-GT20 s \
Kapasitesi / Capacity 05 1 2 3 5 10 20 t WTRRE2000040 \
Galisma yiiksekligi / Running height 25 25 25 3 3 3 Im T \
LNo.
Test yiikii / Test load 135 141 2942 4413 6129 12258 2457 kN \
Artho. 52000051
Min. radyus acist / Min. radius of cureve 08 09 10 12 13 20 35 m ’
Harcanan gi/ Chin ul o It ulload x5 9 % w0 A U N o2 N
A M B B /W MW R 9% mn s NG
B 19 2% 28 m % 555 mm Arto 52000054 \
{igiiler / Dimensions C 176 A8 47 25 M 3% 498 mm .
H % M 1% 1% 15 10 2 mm 3
F 15-3 1.5-3 1.5-3 2-35 2-35 2-35 2-35 mm z 2
S % B 2 ) 5 mm 2=
]
Putrel dlciisii / -beam commended 50-152 ~ 64-203  88-203 100-203 114-203 124-230  136-305 mm Z
=]
Adurlik / Weight 9 13 18 29 2 9% 174 kg

SARYO / MANUEL TROLLEY — \
NL-PTOS NL-PT1 NL-PT2 NL-PT3 NL-PTS SRS
Kapasitesi / Capacity 05 1 2 3 5t ArtNo. 52000056 \
Test yiikil / Test load 735 1471 2042 413 6129 kN Artlo. 52000057 \
Min. radyus acist / Min. radius of curve 08 09 10 1.2 13m it \
40 30 35 U5 360 mm
W 2 W @ ‘mm wospoe N\
{iiiler / Dimensions 176 208 21 2% 342 mm

B
% M 1% 15 185 mm ' -'
153 153 153 235 235mm pARadn @
S B 8 N R»  ¥Bmm + | ol

Putrel dliisii / -beam commended 50-203 60-203 88-203 100-203 114-203 mm < \ ) @, / J @i

Agirlik / Weight 55 95 145 45 34k

m = o @ =
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NETLIFT = CERASKAL VE VINGLER / HOISTS

ELEKTRIKLI HALATLI [RGAT / ELECTRIC WIRE WINCH

Kullamim Alanlar::

Farkh insaat alanlan, fabrikalar, depolar, santraller, enerji tesisleri,
barajlar, ziraat ve orii tesisat is
giivenle kullanabileceginiz yardimciniz.

Ozellikleri:

Isil islem gdrmiis asinmayan disliler sayesinde istiin performans,
kompakt ve hafif, sessiz ve uzun dmiirlii, saglam govde ve disli sistemi,
uzun émiirlii agir hizmet rulmanlar, statik ve dinamik yiikler i¢in dizayn
edilmis fren sistemi, giic kaybinda devreye giren otomatik fren sistemi,
genis siirtiinme alani, kullanima hazir endiiksiyon motor.

Kod No Model  Kapasite  Giic Kaynag Faz Celik Celik Halat Hiz Motor Giicii  Net Agirhk  Briit Agirlik
Code No Capacity ~ (Voltaj/ Voltage)  phase Halat Capi  Uzunlugu Speed  Motor Power ~ NetWeight ~ Gross Weight
(kg) Power Supply Wire Rope Dia. Wire Rope  (m/dk) (kw) (ko) (kg)
(Voltaj/(\\ll)oltage) (mm) Length
m G
71600221 NX-221H 250 220 1 7 30 3 15 4 45
71600208 NX-208 350 220 1 7 30 15 1.5 £ 43
71600223 NX-223H 350 220 1 7 30 38 2 66 il
71600210 NX-210 500 220 1 8 45 21 2 70 76
71601212 NX-212 1000 380 3 10 45 12 3 133 145
71602000  NX-2K 2000 380 3 12 45 12 5 183 1
71602213 NX-213 2000 380 3 12 80 12 5 364 392
71603000 NX-3K 3000 380 3 14 4 12 75 205 193
71603214 NX-214 3000 380 3 14 80 12 75 375 405
71605215 NX-215 5000 380 8 16 80 12 10 395 426
-4
g Olgiller / Dimensions
= 1%}
£z Kapasite L W H
2= Capacity (mm) (mm) (mm) i
2 (ko)
z
= H
250 585 201 233 !
350 585 201 233
350 675 220 283
500 710 310 285 Usage:
1000 1120 385 340 Fit for various construction workplaces, civil engineering, general factories, ing, coating,
buildings, domestics, farming and fishing industries, stroes and even more.
2000 1190 400 365
2000 1290 590 520 Features
Driving gear the heat treated gear with bearings features durable perfomance and anti-wear.Planetary and anti-wear gears.
3000 1240 400 365

Compact and load sharing inimizes size, weight and cost. Full depth spur gear planetary reductions ensure quiet and long life.
3000 1350 590 520 Gear box provides strengh, durability and non-worry of breakage of structure. Ball bearings High efficient and heavy duty

berings provide long life. Brake Designed for both static and dynamic loading. Brake will automatically apply in the event of
5000 1450 5% 520 power loss. Large friction surface area.
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<<« NETLIFT

CERASKAL VE VINGLER / HOISTS

AGIR HiZMET TiPi HALATLI IRGAT
HEAVY DUTY WIRE WINCH

ELEKTRIKLI HALATLI IRGAT / ELECTRIC WIRE WINCH

Kullamim Alanlar::

in$aat alanlan, fabrikalar, depolar, santraller, enerji tesisleri, barajlar, ziraat ve
balikgillk  sektoriinde, marketler, tesisat islerinde giivenle kullanabilecegdiniz
yardimeiniz.

Ozellikleri:

Kaldirma ve cekme islemlerinde dzellikle agir hizmet uygulamarinda yiiksek ¢alistirma
torkuna sahip bir urundur Isil islem gormiis as planet disliler iistiin
performans saglayarak, kompakt ve hafif, sessiz ve uzun omiirlii, saglam govde ile
uzun omiirlii agir hizmet tipi rulmanlari ile donatilmistir.

Model AMW-500 AMW-750 AMW-1000 AMW-1600 AMW-2200 AMW-3200 AMW-3600 AMW-5000 AMW-10000
Art. No: 71600004 71600005 71600001 71600002 71600006 71600003 71600007 71600008 71600009
Kapasite / Capacity (kg) 500 750 1000 1600 2200 3200 3600 5000 10000
Giic Kaynagi (Voltaj) / Power Supply (Voltage) ~ (VHz) 380/50 380/50  380/50 380/50 380/50 380/50  380/50 =~ 380/50  380/50
Faz / Phase 3 3 3 8 8 3 3 3 3
Celik Halat Gap1 / Wire Rope Diameter (mm) 9 10 " 13 16 18 18 22 32
*Celik Halat Uzunlugu / Wire Rope length (m) 60/100 60/100 60 100 100/ 160 100 100/200 100/200 100/200
Hiz / Speed (m/dk 13~19 13-~19 13~19 13-~19 8-~14 8~14 8~14 7-~13 7-12
Motor Giicii / Motor Power (kW) IS 22 3.0 4.0 BIb| 75 9.2 15 22
Net Agirhk / Net Weight (kg) - - 160 185 - - 440 - -
* Alternatif uzunluklarda celik halat tedarigi gerceklestirilebilme olup, giincel fiyat bilgisi icin satis temsilciniz ileiletisime geciniz.
© M5 agir hizmet tipi calisma sinifi * F sinifi sistem izolasyonu
* WEG marka elektrik motoru © -20/ +40 °C ortam sicakhid araliinda ¢calisma imkani
 Schnieder vh. marka elektrik sistemi komponentleri  Acil Durdurma butonu ihtiva eden kablolu kumanda sistemi
* 380V AC (3P+1E) ile sanayi sebeke elektridi ile calisabilme imkam © Uzaktan ﬁ
 Termik koruma ile emniyetli calisma  Kontrol paneline kolay erigim g‘
© 24V kumanda gerilimi ile emniyetli calisma imkani  Kolay ve hizli bakim icin ergonomik dizayn : a
* Planet disli sistemli yiiksek dayanim ve torklu sanziman grubu « Elektromanyetik fren sistemi = E
 IP55 motor izolasyon sinifi © 1770MPa kuvvetinde celik halat I~
P65 kumanda panosu izolasyon sinifi © (1345 (Fe52) celik halat tamburu E
« |P65 kablolu kumanda izolasyon sinifi  DIN standardinda yiik kancasi =
Galisma yiikii klasifikasyonu
Yiik Aciklama Faktor Servis omrii
Seviye 1 (hafif)y  Genellikle hafifydk ~ =50% 800 1600 3200 6300 {12.5k /
Seviye 2 (orta) ~ Bazenagryik | 50~ 63% 400 800 1600 3200 6300 12.5k
Seviye 3 (adir) | Cogunlukla agir yik 63 ~ 80 % 200 400 800 1600 32006300
Seviye 4 (cok agir) Her zaman agir yiik 80 ~ 100 % / 200 400 800 | 1600 3200
Klasifikasyon M1 M2 M3 M4 M5 M6

GUVENLIK
Termik koruma, 24V kumanda gerilimi gibi standart giivenlik
uygulamalari ile emniyetli operasyon olanag saglar.

KOLAY BAKIM

Motor, sanziman ve fren gibi kritik parcalarin az bakim ihtiyaci
duymasi ile bakim maliyetinin azaltiimasini saglar.

DUSUK GURDLTD

Planet disli sistemi yiiksek hassasiyet ve yiiksek tork ile sorunsuz
calisma ve distik giiriilti seviyesine sahiptir.

AGIR HiZMET
Miikemmel calisma sinifi performansi, agir hizmete ve daha uzun
rutin galisma siiresine imkan saglar.

.

YUKSEK VERIMLILIK
Kompakt ve saglam planet sanziman sistemi ile sessiz, yiiksek
verim elde edilir.

UZUN OMUR
Agir hizmet tiiriine gére dizayn edilmis parcalar ile sorunsuz uzun
stireli servis hizmet 6mrii saglar.

2

4

Planet Disli Sitemi

Giiclii Celik Halat Kablolu Kumanda DIN Yiik Kancasi

Kaliteli Kontaktorler

WEG Elektrik Motoru Elektromekanik Fren

11
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CERASKAL VE VINGLER / HOISTS

COK AMAGLI AKGILI IRGAT / RN o n—
MULTIPURPOSE ELECTRIC PULLER NL-AT00 \ GOK AMAGLI AKULU IRGAT / \°
MULTIPURPOSE ELECTRIC PULLER NL-A101
itesi / Roli i 2122/6000
::;ET::Zﬂzz:tfj\:lérﬁ\(]ell?agzzﬁ;m 22685000 tg;:ss Yuvarlama kapasitesi / Rolling capacity 4082/9000  kg/lbs
cekmekapas“eswu"m capacily o0 kg/ms Marine kapasitesi / Marine capacity SITS7000 kg /s
le(yﬂk\ﬂ)fLinespeed(witghIo:d) 18 mg/misn Gekme kapasitesi / Pulling capacity 1365/3000 kg /Ibs
’ Huz(yiikid) / Line speed (with load) 1.8 m/min
i i 5.1mm x 9m
::Iall((ac;zs/l:ljusolsvlzrmcl:drope(DlaxL) a5/ 3n 22;2 Halat (cap / uzunluk) Wire rope (DiaxL) ~ 5.6mmx9m  mm/m
Mi Mot ' 0 1 Gilg kablosu / Power cord 45mm/ 3m mm/m n
otor / Motor 4 hp %
W Motor / Motor 06 hp Y
' 12 \
g?";:lal‘gmilzsgage 20X 54X 190 VminDC b Galisma voltaji / Voltage 12 Ve
A“le/W'ht 3 Glgiiler / Dimensions 260x305x193  mm
ik 9 Agrik / Weight 157 K v

*Montaj plakasi ve krank mili dahildir./ Mounting plate and hand crank included. 4 B

Montaj plakasi ve krank mili dahildir. / Mounting plate and hand crank included.

AKULU IRGAT / ELECTRIC PULLER NL-A094 T \
Kapasite / Capacity 909kg / 2000 lbs
Motor / Motor 12V1.1HP
Halat (cap/uzunluk) / Cable (Dia. x L) 48mmx 7.6m
Makara(gap/uzunluk) / Drum size (Dia. x L) 32 mm x 73 mm
Montaj civatasi / Mounting bolt pattern 80mm 2-M8
Makarali halat cekme kapasitesi Hiz ve voltaj akimi
Line pull and rope capacity inlayer Speed and Volts
Kat ekme ﬂﬁcii Makarali halat Gekme kolu Hiz / Ling speed Akim
Layer  Ratel lin pull (kg/lbs) Total rope on drum ft(m) Line pull Ft/ min (m/min) Current A
kg /lbs 12vDC 12VDC S,
1 909 (2000) 5.5 (1.68) 0 14 (4.26) 8 3 I "
2 T1(tseg) 1243(379) 454 (1000) 10 (3.05) % i E‘”‘
3 597 (1314) 208 (6.34) 682 (1500) 8(244) 5 L I
- 4 509 (121) %5(1.6) 909 (2000) 4(122) 8
:& ]
7t AKULU IRGAT / ELECTRIC PULLER NL-A096 oot "N
= Kapasite / Capacity 20450 / 4500 Ihs
- Motor / Motor 12020 P
= Halat (Gap/uzunluk) / Cable (Dia. x L) 6mmyx 12m
Makara(gap/uzunluk) / Drum size (Dia. x L) 55 mm x 75 mm
Montaj civatast / Mounting bolt pattern 123x76mm 4-M8
Makarali halat cekme kapasitesi Hiz ve voltaj akimi
Line pull and rope capacity inlayer Speed and Volts
Kat  Gekme ﬂﬁcﬁ Makaralr halat Gekme kolu Hiz / Ling speed Akim
Layer  Ratel line pull (kg/lbs) ~ Total rope on drum ft(m) Line pull Ft/ min (m/min) Current A
kg /lbs 12V0C 12VDC
1 2045 (4500) 787(24) 0 16 (4.88) 17
2 1726 (3793) 17.26 (5.26) 227 (500) 125(3.81) 50
3 1493 (3285) 28.2(8.59) 909 (2000) 9.6(2.92) 130
4 1316 (2895) 39(12) 2045 (4500) 3(0914) 45
AKULU IRGAT / ELECTRIC PULLER NL-A097 o, 59000052 \
Kapasite / Capacity 45450 /10000 Ibs
Motor / Motor 12V6HP
Halat (cap/uzunluk) / Cable (Dia. x L) 6mmx 12m
Makara(gap/uzunluk) / Drum size (Dia. x L) 92mmx28m
Montaj civatast / Mounting bolt pattern 254x114mm 4-M10
Makarali halat cekme kapasitesi Hiz ve voltaj akimi
Line pull and rope capacity inlayer Speed and Volts
Kat  Gekme ﬂﬁcii Makarali halat  Cekme kolu  Hiz/Line speed Akim
Layer  Ratel line pull (kg/lbs)  Total rope on drum ft(m)  ~ Line pull Ft/ min (m/min) CurrentA
kg / Ibs 12VDC 120V DC
1 4545 (10000) 18(5.5) 0 1945 (5.93) 50
2 3622 (7969) 41(125) 1363 (3000) 1745 (5.32) 150
3 3010 (6623) 685 (20.9) 2727 (6000) 1545 (4.11) 200
4 2576 (5667) 92 (28) 3636 (8000) 1246 (3.9 210
5 4545 (10000) 105(3.2) 320
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CERASKAL VE VINGLER / HOISTS

<< NETLIFT

ELEKTRIKL MINT VING / M WIRE ROPE HolT

Kaldirma kapasitesi / Capacity (Tek-Gift hat)/ (Single-Double Ling)
Kaldirma yiiksekligi / Lifting height (Tek-Gift hat)/ (Single-Double Lng)
Koruma sinifi / Protection class

Kaldirma hiz: / Lifting speed (Tek-Gitt hat) (Single-Double Line)

Halat uzunlugu / Wire rope lenght

Halat api / Wire rope diameter

Motor giicii / Motor power

Voltaj / Power source (Tek-Gift hat) (Single-Double Line)

ELEKTRIKLT MINT VING / MN1WiRE ROPE HOIST

Kaldirma kapasitesi / Capacity (Tek-CGift hat) (Single-Double Lne)
Kaldirma yiiksekligi / Lifting height (tek-Git hat) (Singe-Double Line)
Koruma sinifi / Protection class

Kaldirma hiz: / Lifting speed (Tek-CGift hat) (Single-Double Line)

Halat uzunlugu / Wire rope lenght

Halat capi / Wire rope diameter

Motor giicil / Motor power

Voltaj / Power source (Tek-Gift hat) (Single-Double Line)

o Limit switch
o Emergency stop button

* Limit salteri
* Acil stop butonu

ELEKTRIKLI VNI VING / M WRE ROPE HOIST

Kaldirma kapasitesi / Capacity (Tek-Gift at)/ (Single-Double Ling)
Kaldirma yiiksekligi / Lifting height (rek-CGift hat) (Single-Double Lng)
Koruma sinifi / Protection class

Kaldirma hiz: / Lifting speed (Tek-Cift hat)/ (Single-Double Line)/

Halat uzunlugu / Wire rope lenght

Halat capi / Wire rope diameter

Motor giici / Motor power

Voltaj / Power source (Tek-Cift hat)/ (Single-Double Ling)

NI VING AYAGI / WINCH SUSPENSION SYSTEM

Kapasite/ Rated lifting

Maks. uzatma boyu / Max extension length
Briit agirlik / Gross weight

Net agirlik / Net weight

NL-EW 125/250
125/ 250

11/55
1P54
10/5
12

3

580
230/50

NL-EW 200-400
200- 400
%iM5

IP 54

10/5

12

36

1050

20/50

NL-WT 250-1100
250

1200
30
2

NL-EW 500-1000

it 250002 N

NL-EW 100-200
100/200 kg

25/115 m
1P54
10/5 m/dk
% m
3 mm
500 W
230/50 VHz

ArtNo. 52500040 \
ArtNo. 52500041 \

NL-EW 250/500
250/500 kg

12/6 m
1P54
10/5 m/ dk
12m
4 mm
930 W
230/50 VHz

ArtNo. 52500043 \
ArtNo. 52500044 \

500-1000 kg
1206 m
1P54
10/5  m/dk

12m
6 mm
1650 W
230/50 VHz
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Art No. 52500045 \

600 kg ArtNo. 52500046 \

750 mm 4} it
B I W

NL-WT 300-750

NL-WT 300-750 NL-WT 250-1100

com.tr
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CERASKAL VE VINGLER / HOISTS

HALATLI GEKTIRME Aliiminyum Govdeli / ALUMINUM HOUSING PULLING HOIST  NL-HX 8008 NLHX1600A  NL-HX 3200

Kapasitesi / Capacity 800 1600 3200 kg
Halat gapi / Rope diameter 83 1 16 mm
Glgiilgn ilei el hareket giici / 43 L] L]
Rated forward handpower
Glgiilgn ileri hareket / 252 255 228 mm
Rated forward travel
Test yiikii / Proof test load 1200 2400 4000 kg
Gelik halat emniyet faktori ve yiik kapasitesi/ 5 5 5
Wire rope safety factor and load capacity/
Emniyet faktorii/ Statik yiik kapasitesi/ 5 5 5
Safety factor and static load capacitiy
A 426 545 660 mm
B 235 280 325 mm
Glgiler / Dimensions C 168 190 230 mm
L 800 800 mm
L2 800 1200 1200 mm
Adirlik / Weight 6 1 2 kg

« Hafif, kiiciik ve saglam aliiminyum govde  Light weight, compact, high strength aluminium
« On koldaki pim mekanizmasi ile saglanan asin housing
yiik koruma sistemi. Tasima kolunda veya operasyon * Overload protection is by a sharing pin in the
levyesinde yedek makas pimleri forward lever. Spare shear pins are conceniently
*Gelik halatin kolayca monte edilmesini saglayan located in the carrying handle or operating lever
mekanizma  Easy, smooth installation of the wire rope
Birim harekette uzun halat hareketi *|ong rope advance per each lever stroke
* Test edilmis %150 asin yiik testlidir *150% overload factory tested
o Ustte rahat temizligi kolaylastiran genis agiklik e Large opening in the top of the unit for cleaning
* Makine Emniyet Yonetmeligi 2006/42 EC’ye uygun
iiretilmigtir.
« Ozel siparislerde celik halat seti ile teslim
o Standart celik halat uzunlugu 20 ve 30 metredir.

« Can be supplied with wire rope set to special order

HALATLI GEKTIRMIE Gelik Govdll / RON HOUSING PULLING HOIST NL-HX 8005 NL-HX 16005  NL-HX 3200

Kapasitesi / Capacity 800 1600 3200 kg
Halat capi / Rope diameter 83 1 16 mm
Olgiilen ileri el hareket giicil / 43 L] N
Rated forward handpower
Olgiilen ileri hareket / 252 255 228 mm
Rated forward travel
Test yiikii / Proof test load 1200 2400 4000 kg
Gelik halat emniyet faktrii ve yiik kapasitesi/ 5 5 5
Wire rope safety factor and load capacity/
Emniyet faktorii/ Statik yiik kapasitesi/ 5 5 5
Safety factor and static load capacitiy
A 440 550 690 mm
B 265 300 350 mm
Olgiiler / Dimensions C 63 7 91 mm
1 800 800 mm
2 800 1200 1200 mm
Agurlik / Weight 18 30 5 kg

14
netlift.com.tr

Halat uzunlugu/ Rope lenght:
20m 30m

ArtNo. 52000090 ArtNo. 52000091 \
ArtNo. 52000092 ArtNo. 52000093 \
ArtNo. 52000094 ArtNo. 52000095 \

* Manufactured according to machinery directive 2006/42

*The standard wire rope lengths are 20 and 30 metres.

Halat uzunlugu/ Rope lenght:
20m 30m

ArtNo. 52000096 ArtNo. 52000097 \
ArtNo. 52000098 ArtNo. 52000099 \
ArtNo. 52000100 ArtNo. 52000101 \

et
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HALATLI GEKTIRME Aliiminyum Givceli / ALuMNUM HOUSING PULLING HOST

Halat uzunlugu / Rope lenght:

NL-HX 54008
Kapasitsi Capasity 0 |k m.Nu.szzoorgmaz An.No.sazﬂonc?moz \
Halat api / Rope diameter 20 mm
{Glgilen ileri el hareket giicii "5 N
{Olgiilen ileri hareket /Rated forward travel 230 mm
Test yiikil / Proof test load 8000 kg
Gelik halat emniyet faktori ve yilk kapasitesi/ 5 mm
Wire rope safety factor and load capacity
Emniyet faktorii/ Statik yiik kapasitesi/ 5 mm
Safety factor and static load capacity
A 932 mm
B 420 mm
Ulgiiler / Dimensions C 300 mm
L1 880 mm
L2 1360 mm
HALATLI GEKTIRME / HaN POWER PULLER NL-HP 147D
Kapasite/ Capacity 4000 kg
Halat dlcilleri / Cable 6x3000 mm
Kanca sayisi / Hook 3
Et kalinhgr (kol) / Thickness handle 5 mm
Et kalinh1 (gdvde) / Thickness body 6 mm
Adirlik / Weight 13 kg
POLYESTER BANTLI CEKTIRME / Wes-STRAP PULLER NL-WS 10 NL-WS 15 Ao, 52000118 \
Kapasite / Capacity 1000 1500 kg nET \
Bant dlgiisil / Strap dimension 2x33 22x40  mm
Kol uzunlugu / Lever length 400 460  mm
Maks. uzunluk / Max. length 1280 1320 mm
Min. uzunluk / Min. length 420 450  mm
Adirlik / Weight 32 45 kg
ELEKTRIKLI VING-IRGAT / ELECTAC ROPE PULLER ENPS05  EWPSOMS  EWPS0-0 Ao, 52500067 \
Gekme giicii / Pulling force in the upper layer 250 500 500 kg W \
Kaldirma hizi / Lifting speed 15 15 30 m/min
- - ArtNo. 52500070 \
Gelik halat / Wire rope 5 6 6 mm
Motor giicii / Motor performance 055 1.1 22 kw
Standart halat boyu / Standart rope length 60 60 60 m
Halatsiz agirhik / Weight without rope 55 90 % kg
Voltaj / Voltage 380 v

Her ving asin yiikle test edilmistir. DIN15020'ye, VBG8 (ving, kaldirma, cekme ekipmanlari)
giivenlik tiiziigiine ve EC makine direktiflerine uyumludur. Az yer kaplayan dlciileri i¢ fren
motoruna uygundur. Standart: Euro-Voltaj 230/400V, 50Hz 3 faz, Koruma sinifi IP 54,izolasyon
sinifi F. Tetikleyici disli giic aktarim sistemi sayesinde diizgiin hareket sadlar. Yaglanarak
kolay isler hale getirilir. Motorun icine dahil edilmis olan fren diski elektrik kesildiginde bile
yiikii giivenli bir sekilde tutar. Diiz halat tambur standardindadir. Halat sonu tambura
sabitlendigi icin zarar gérmeden defalarca sarilip acilabilir. Direk kontrol standarttir.

Every winch is factory tested with overload.In accordance with DIN15020, safety regulation VBG8
(winch, lift and pull equipment) and the EC machinery directives. Compact dimensions due to
internal brake motor. Standard: Euro- voltage 230/400V, 50Hz. 3-phase, protected to IP 54, Insulation
class F. Spur gear transmission with helical first gear ensures smooth motion. Lubricated by grease
and can,therefore, be used in any position. Spring pressure disc brake incorporated in the motor
holds the load secure even in the event of power failure. Plain rope drum standard.The rope is
secured to the drum in a recess so that the rope can be would onto the drum in several layers
without damage.Direct control as standard.

s
info@netlift.com.tr
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NETLIFT = CERASKAL VE VINGLER / HOISTS

EMNIYETLI MANUEL IRGAT / BRAKE WINCH ArtNo. 52000190 \
NL-BHW 800 NL-BHW 1200 NL-BHW 1800 ~NL-BHW 2600 Wiz \
Kapasite / Capacty 30 550 00 1180 kg "
Gerekli el kuvveti / Required hand force 2 14 2 10 kg ArtNo.52000128 \
Disli orani / Gear ratio 41:1 41:1 5:1 10:1 ArtNo.52000191 \
Irgat gdbek capi / Hub diameter 40 50 70 80 mm ArtNo. 52000192 \
Kol uzunlugu / Handle length 160 210 320 320 mm ArtNo.52000193 \
Halat capi / Cable diameter 4 48 64 8 mm Artho. 5200019 \
Kablo muhafaza kapasitesi / Cable storage cap.
TR " ’ " e % B u 18 m ArtNo. 52000195 \
Birim agurligr / Unit weight 3 33 8 103 kg
* Kompakt, hafif ve saglam iiriin yapisina sahiptir. « Positive load, actuated brake can hold the load
* Disliler ve fren mekanizmasi, toz, kir ve yagmur in any position h
atiklarindan korumayi saglamak iizere kapali sistem * Compact, light-weight and rugged construvtion 4
tasarlanmigtir. * Gears and brake are fully covered to present durst,
 Operator iiriinii kullanirken ¢ok az enerji sarf eder. dirt and rain contamination
« Universal montaj plakasina sahiptir. \ery low operator effort is required for easy operation
 Renkli firnlanmig emaye kaplama sayesinde korozyon Universal mounting base .
dayanimini artinlmistir. *Baked yellow enamel paint finish for corrosion protection ' Galvaniz model
) Galvanized model
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POLYESTER HALATLI IRGAT / BRAKE WINCH WITH WEBBING

BHWS0OW  BHW1200W  BHW1800W  BHW 2600W
Kapasite / Capacity 360 550 800 1180 kg
Gerekli el kuvveti / Required hand force 20 14 2 10 kg
Disli orani / Gear ratio 411 411 5.1 10:1
Irgat gdbek capi / Hub diameter 40 50 70 80 mm
Kol uzunlugu / Handle length 160 210 320 320 mm
Birim agirligr / Unit weight 3 33 [ 103 kg
Polyester bant uzunlugu / Length of polyester 6 6 6 6m
ArtNo. 52000208 \ Atho.52000214 \
ArtNo. 52000209 \ AtNo. 52000219 \
KABLO [;EKTiRME APARATI (mini) / WIRE GRIP (mini) NL-WG 056 Ao, 52000122 \
Kapasite / Capacity 500 kg
Min. kablo api / Min. cable dia. 1 mm
Max. kablo gapi / Max. cable dia. 10 mm n
gk Weigt 04 kg £ © _
 Bakir kapl, kilavuz kablolar, dikenli tel ve kilavuz telleri cekmede kullanilir. - T = I'
 Jsed for copper cable, covered conductor, steel rod, messenger wire and barbed wire. \ﬂ J{. 5 e
KABLO GEKTIRME APARATI / WIRE GRIP NL-WG SDL 10C ArtNo. 52000124 \
Kapasite / Capacity 500 kg
Min. kablo capi / Min. cable dia. 26 mm
Max. kablo gapi / Max. cable dia. 15 mm = =
Adgirhik / Weight 0.75 kg _,i E&
 Bakir kapli, kilavuz kablolar, dikenli tel ve kilavuz telleri cekmede kullanilir. S ; z
o Used for copper cable, covered conductor, steel rod, messenger wire and barbed wire. = 2
z
8
KABLO GEKTIRME APARATI / WIRE GRIP NL-WG 30MCL AitNo. 52000125 \
Kapasite / Capacity 3000 kg
Min. kablo capi / Min. cable dia. 8§ mm & ¥
Max. kablo capi / Max. cable dia. 25 mm s
Agirlk / Weight 22 kg x
 Bakir kapl, kilavuz kablolar ve kilavuz telleri cekmede kullanilr.
 Used for copper cable, covered conductor, messenger wire and barbed wire.
KABLO GEKTIRME APARATI / WRE 6RP NL-WG 1656-20
Kapasite / Capacity 2000 kg
Min. kablo ¢api / Min. cable dia. 5 mm
Max. kablo capi / Max. cable dia. 10 mm
Gene uzunlugu / Jaw length 105 mm
Agurlik / Weight 1.36 kg

o Aliiminyum ve bakir kablolar icin uygundur.
o Tutma yiizeyinin biiyiikliigii kabloya az zarar verilmesini dnler.

o sed for bare A.C.S.R. aluminium and stranded-copper cable.
© \Maximum contact; less damage for conductors.
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UZAKTAN KUMANDALI
i REMOTE UZAKTAN
AGIR YUK TASIMA ARABALARI KONTROL KUMANDALI
HIDROLIK KRIKOLAR KONTEYNER OZEL TRAVERSLER
HYDRAULIC JACKS TRAVERS SPECIAL BEAMS
| CONTAINER SPREADER
YUK ARABALARI H TiPi TRAVERSLER MOTORLU
i H TYPE BEAMS TRAVERSLER

MOTORLU RULO

TASIMA ARABASI

MOTORIZED

TROLLEYS FOR REELS
ALUMINYUM
TASINABILIR
TRAVERSLER
ALUMINIUM PORTABLE
GANTRIES

ELEKTRONIK
KANCALI ViNG
GIFT KOLLU ELECTRONIC
C KANCALAR HOOK BLOCK
DOUBLE WEIGHT CRANE
C TYPE HOOKS

www.netmak.com.tr

ROTATING BEAMS

i

MIKNATISLI
TRAVERSLER
MAGNET BEAMS
C KANCALAR
C TYPE HOOKS





