DENGE AGIRLIKLI VINQ / COUNTER BALANCED SHOP CRANE
Yikleme kapasitesi / Load Capacity

930 kol uzunlugunda maksimum yiik / Max load at jib length 925
1210mm kol uzunlugunda maksimum yuk / Max load at jib length 1210
1500mm kol uzunlugunda maksimum yiik / Max load at jib length 1500
1800mm kol uzunlugunda maksimum yiik / Max load at jib length 1800
2080mm kol uzunlugunda maksimum yuk / Max load at jib length 2080
Hidrolik pompa / Hydraulic Pump

Siiriig hiz1 / Driving speed

Motor giicii / Motor power

Tekerlek / Wheel

Maks. ving kolu uzunlugu / Max. crane arm length

Min. ving kolu uzunlugu / Min. crane arm length

NL-CBSC 1

Pu/Naylon 2 180 ' Pu/Naylon 2 180  Pu/Naylon & 180
2100

Kald. yiiks. maks. kol uzunlugunda / Lifting height max. cantilever arm extended

Toplam boyut L x G x Y/ Overall Size LxWxH
Toplam agurlik / Total Weight

Batarya / Battery

Sarj cihazi / Charger

NL-CBSC 1
Manuel

NL-CBSC 2

Yan akli
(kaldirma akiild)

950
950
400
300
220

150

Manuel
Manuel

920

2600
2241x905x1498

530

NL-CBSC 2 NL-CBSC 3
550 550
550 550
400 400
300 300
220 20
150 150

Yan Akiilii Tam Akilu

Manuel 2.0km/h
0.8/12 08/24
2100 2100
2100 2100
2600 2600
2241x905x1498  2241x905x1498

530 560
12/60 24/60
12/8 24/8

km'h
KWN

mm
mm
mm
mm

o Ergonomik kumanda kolu, mobil ve
katlanabilir tasarim
kg o (ift tesirli hidrolik pompa ile hizh ve
V/Ah kolay calisma olanagi saglar.
VIA © Makinenin yakininda calismayi saglar.

mm

NL-CBSC 3

Tam akuli
(kaldirma ve yiiritme akiilil
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